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J 1668 LW J 1468 LW J 1457 LW J 1257 LW J 1243 J 1043

Length 15' 9" (4.80 m) 15' 9" (4.80 m) 14' 0" (4.27 m) 16' 0" (4.88 m) 13' 11" (4.24 m) 14' 3" (4.34 m) 12' 2" (3.71 m) 12' 1" (3.68 m) 10' 1" (3.07 m)

Beam 68" (172.72 cm) 68" (172.72 cm) 68" (172.72 cm) 68" (172.72 cm) 68" (172.72 cm) 57" (144.78 cm) 57" (144.78 cm) 43" (109.22 cm) 43" (109.22 cm)

Transom 20" (50.80 cm) 16" (40.64 cm) 16" (40.64 cm) 15" (38.10 cm) 15" (38.10 cm) 15" (38.10 cm) 15" (38.10 cm) 15" (38.10 cm) 15" (38.10 cm)

Bottom Width 48" (121.92 cm) 48" (121.92 cm) 48" (121.92 cm) 48" (121.92 cm) 48" (121.92 cm) 36" (91.44 cm) 36" (91.44 cm) 30" (76.20 cm) 30" (76.20 cm)

Side Depth (Interior) 20" (50.80 cm) 20" (50.80 cm) 20" (50.80 cm) 20" (50.80 cm) 20" (50.80 cm) 18" (45.72 cm) 18" (45.72 cm) 15" (38.10 cm) 15"  (38.10 cm)

Hull Gauge .072" (.183 cm) .072" (.183 cm) .072" (.183 cm) .072" (.183 cm) .072" (.183 cm) .064" (.163 cm) .064" (.163 cm) .050" (.127 cm) .050" (.127 cm)

Ribs 9 9 7 9 7 7 6 4 3

Max HP (KW) 25 (19) 25 (19) 25 (19) 25 (19) 25 (19) 15 (11) 10 (7) 5 (4) 3 (2)

Max Rec Engine Weight* 150 lbs (68 kg) 150 lbs (68 kg) 150 lbs (68 kg) 150 lbs (68 kg) 150 lbs (68 kg) 100 lbs (45 kg) 90 lbs (41 kg) 55 lbs (25 kg) 55 lbs (25 kg)

People/Capacity 4/650 lbs (295 kg) 4/550 lbs (249 kg) 4/500 lbs (227 kg) 4/650 lbs (295 kg) 4/550 lbs (249 kg) 3/420 lbs (191 kg) 3/330 lbs (150 kg) 2/315 lbs (143 kg) 2/285 lbs (129 kg)

Total Capacity 975 lbs (442 kg) 875 lbs (397 kg) 825 lbs (374 kg) 975 lbs (442 kg) 875 lbs (397 kg) 625 lbs (283 kg) 530 lbs (240 kg) 430 lbs (195 kg) 325 lbs (147 kg)

Boat Dry Weight** 281 lbs (127 kg) 278 lbs (126 kg) 232 lbs (105 kg) 291 lbs (132 kg) 248 lbs (112 kg) 197 lbs (89 kg) 165 lbs (75 kg) 112 lbs (51 kg) 100 lbs (45 kg)

L - Long Transom    LW - Livewell

*To assure proper performance and use of all trim levels, this is the maximum allowable weight for the engine. Performance may also vary due to water conditions,  
trim angles, prop size, speedometer variations, fuel consumption, load, available option and other uncontrolled variables.  

**Boat Dry Weight is the weight of the standard boat with no options, engine or fuel.       © 2006 Godfrey Marine.

From the middle of the family pond to 

the middle of nowhere, sometimes 

you need just enough boat to get on 

the water. The Dakota series packs  

all of Polar Kraft’s quick on-

plane performance and rugged 

dependability  

into one easy-to-transport, easy-to 

maneuver package. If you’re looking  

for a little time on the water,  

the Dakota is more than enough. 

DaKoTa J u s t  a  l i t t l e  i s  m o r e  t h a n  e n o u g h .
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V 1670 L V 1670 V 1470 L V 1470 V 1460 V 1260

Length 15' 10" (4.82 m) 15' 10" (4.82 m) 14' 0" (4.27 m) 14' 0" (4.27 m) 14' 4" (4.37 m) 12' 3" (3.73 m)

Beam 70" (177.80 cm) 70" (177.80 cm) 70" (177.80 cm) 70" (177.80 cm) 60" (152.40 cm) 60" (152.40 cm)

Transom 20" (50.80 cm) 15.5" (39.37 cm) 20" (50.80 cm) 15" (39.37 cm) 15.5" (39.37 cm) 15.5" (39.37 cm)

Bottom Width 49.75" (126.37 cm) 49.75" (126.37 cm) 49.75" (126.37 cm) 49.75" (126.37 cm) 47" (119.38 cm) 47" (119.38 cm)

Side Depth (Interior) 28" (71.12 cm) 28" (71.12 cm) 28" (71.12 cm) 28" (71.12 cm) 25" (63.50 cm) 25" (63.50 cm)

Hull Gauge .064" (.163 cm) .064" (.163 cm) .064" (.163 cm) .064" (.163 cm) .050" (.127 cm) .050" (.127 cm)

Ribs 13 13 11 11 7 7

Max HP (KW) 30 (22) 25 (19) 25 (19) 25 (19) 15 (11) 10 (7)

Max Rec Engine Weight* 200 lbs (91 kg) 150 lbs (68 kg) 120 lbs (54 kg) 120 lbs (54 kg) 100 lbs (45 kg) 90 lbs (41 kg)

People/Capacity 5/735 lbs (333 kg) 5/675 lbs (306 kg) 5/660 lbs (299 kg) 4/550 lbs (249 kg) 4/500 lbs (227 kg) 3/400 lbs (181 kg)

Total Capacity 1155 lbs (524 kg) 1000 lbs (454 kg) 985 lbs (447 kg) 885 lbs (401 kg) 705 lbs (320 kg) 605 lbs (274 kg)

Boat Dry Weight** 312 lbs (142 kg) 306 lbs (139 kg) 262 lbs (119 kg) 260 lbs (118 kg) 144 lbs (65 kg) 116 lbs (53 kg)

*To assure proper performance and use of all trim levels, this is the maximum allowable weight for the engine. Performance may also vary due to water conditions, trim angles, prop size, speedometer variations, fuel  
consumption, load, available option and other uncontrolled variables. **Boat Dry Weight is the weight of the standard boat with no options, engine or fuel.       © 2006 Godfrey Marine. GDY 86018.    

DaKoTa

GoDFrey MarIne  
1.800.348.3705  •  www.godfreymarine.com  •  www.polarkraftboats.com

Built for Fish Heads: 
people who would 
rather be fishing 

than just  
about anything else.


